STANDARD SYMBOL

DETAIL E-1  SILT FENCE e

CONSTRUCTION SPECIFICATIONS

1. USE WOOD POSTS 1% X 1% + Xs INCH (MINIMUM) SQUARE CUT OF SOUND QUALITY HARDWOOD. AS
AN ALTERNATIVE TO WOODEN POST USE STANDARD "T" OR "U” SECTION STEEL POSTS WEIGHING NOT
LESS THAN 1 POUND PER LINEAR FOOT.

2. USE 36 INCH MINIMUM POSTS DRIVEN 16 INCH MINIMUM INTO GROUND NO MORE THAN 6 FEET APART.

3. USE WOVEN SLIT FILM GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS AND FASTEN GEOTEXTILE
SECURELY TO UPSLOPE SIDE OF FENCE POSTS WITH WIRE TIES OR STAPLES AT TOP AND
MID—SECTION.

4. PROVIDE MANUFACTURER CERTIFICATION TO THE AUTHORIZED REPRESENTATIVE OF THE
INSPECTION /ENFORCEMENT AUTHORITY SHOWING THAT THE GEOTEXTILE USED MEETS THE
REQUIREMENTS IN SECTION H—1 MATERIALS.

5. EMBED GEOTEXTILE A MINIMUM OF 8 INCHES VERTICALLY INTO THE GROUND. BACKFILL AND COMPACT
THE SOIL ON BOTH SIDES OF FABRIC.

6. WHERE TWO SECTIONS OF GEOTEXTILE ADJOIN: OVERLAP, TWIST, AND STAPLE TO POST IN
ACCORDANCE WITH THIS DETAIL.

7. EXTEND BOTH ENDS OF THE SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT
45 DEGREES TO THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING AROUND THE ENDS
OF THE SILT FENCE.

8. REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP IN SILT FENCE OR WHEN

SEDIMENT REACHES 25% OF FENCE HEIGHT. REPLACE GEOTEXTILE IF TORN. IF UNDERMINING OCCURS,
REINSTALL FENCE.
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